
Model

Wood chipper Land towable*
Gravity drum chipper
Ivory white/black/red
Powderd coated steel

1150
Swivel 360°

2250/1160/1690
238/525

474 X 344

2750/1160/1690

90/3 1/2
3-4**
21**

Honda GX390

3600 
6,1

4- Stroke OHV petrol engine
1

9,6

+/-2**

2x Industrial V- belt
Unleaded petrol 95

1 hardened reversible blade
2 hardened reversible blades
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-
-

YES
By request

PROFESSIONAL COMPACT

WOOD CHIPPERS

Type
Version

Colour and finish Colour
Finish

Dimension and weight

Weight (kg / lbs)

Feeding hight (mm)
Feed hooper opening (mm)

Discharge spout

Transport dimensions L/W/H (mm)
Max. product dimensions L/W/H (mm)

Performance
Wood chip produc�on (m3 chips / h)
Processing branches (m3 branches / h)

Max. chipping capacity (mm)

Engine

Number of clynders
Power (kW/HP)

Drum transimisiion
Fuel 

Type

Tank capacity (l)
Max engine speed (min-1)

Consump�on (l/h)

Engine

Blades
Fixed blade (PSC)
Chipping blades (PCS)

Blade size (mm)

Add-ons & features

Extended discharge spout +250

Add-ons & features

Electric start

Conver�ble between C-and T-version

Engine hour meter

C90 PRO

Honda 390

info@cronoss-chipper.com   www.cronoss-chipper.com


